
Fire Testing
� Tested at Exova Warrington fire to   
 provide 120 minutes fire resistance   
 to BS 476 Part 21

Features
� Can provide up to 120 minute
 fire protection in some applications

� Proven history of successful usage   
 in projects all over the world

� Compatible with a full range of  
 primers and top seals providing   
 an outstanding finish (always check   
 for compatibility)

� Suitable for on-site and off-site   
 application

Applications
Firesteel SB120 coatings are intumescent, 
which in the presence of heat expand 
several times their original volume to form an 
insulating char. The expanded coating forms 
a thick durable layer that insulates structural 
steel from the heat of even the most severe 
fire and its associated turbulent air currents. 

Top Seals
Once DFT’s have been achieved as specified, 
a top seal can be applied. Contact technical 
services for details on appropriate top seals.

Ensure the Firesteel SB120 Elite  is completely 
dry before applying the top seal.

For long term durability and external use,   
a top seal is required.

Loadings and Quantity
Like all fire protection to structural steel, the 
thickness of product applied (the loading) 
varies depending upon the period of fire 
resistance required and the A/V value of the 
steel member involved. The A/V value can be 
quickly obtained from the steel manufacturers 
data sheets or contact Firetherm Technical 
department for assistance and loadings.

The A/V value of a steel member is an 
expression of its ability to absorb heat. The 
larger its surface area as a ratio of its mass, 
the quicker heat will be absorbed and the 
greater the A/V factor.
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Description
Firesteel SB120 is a solvent-based intumescent 
coating applied by brush, roller or spray to 
provide fire protection to structural steels. 

It dries exceptionally quickly and this,
combined with a capability to tolerate high 
build coating without it sagging, makes it 
particularly suitable for fast track construction.

Specifications
Colour: pale green

Specific gravity: 1.37

Packaging: single pack products supplied in 
25 kg tubs

Shelf life: 12-15 months stored in unopened 
original containers between 5°C and 30°C

Firesteel SB120 Elite

Solvent-based intumescent coatings to provide 120 
minutes fire protection to internal and external  
structural steelwork.

Fire  
resistance

up to

120
minutes

This data sheet offers guidance related to fire testing results and does not offer methodology of the installation of the product. Suitability of this product and its usage to substrate type, service type and fire requirement must be confirmed 
before installation commences. A specific detail relevant to installation must be requested. Firetherm recommend that all fire stopping products should be installed by a third party accredited fire stopping contractor or competent person. 
Full application details and methodology instructions should be requested before installation of this product commences. Standard terms and conditions apply at all times.

Installation
Roller, brush or airless spray. 

Primer Compatibility
Firesteel SB120 is applied to clean, dry, primed 
steels. Extensive primer compatibility tests 
have been undertaken on single and two 
pack products commercially available.

Bituminous and chlorinated rubber primers 
are unsuitable because of their poor 
performance in fire conditions.

Zinc-rich primers require a tie coat before 
application of Firesteel SB120. 

Please contact Firetherm Technical 
Department for compatibility of applied 
primer with Firesteel or advise for specific 
applications such as galvanised surfaces, 
stainless steel etc.
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